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PRODUCT CODE PRODUCT TITLE - H x W x D (mm) PRODUCT CATEGORY DIMENSIONS CARCASS COLOUR CARCASS RAL DOOR COLOUR DOOR RAL MATERIAL WEIGHT (KG) CERTIFICATIONS
LS1830301GXX Standard Locker 1800x300x300mm - 1 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 18.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830302GXX Standard Locker 1800x300x300mm - 2 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 18.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830303GXX Standard Locker 1800x300x300mm - 3 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 19.6KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830304GXX Standard Locker 1800x300x300mm - 4 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 20.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830305GXX Standard Locker 1800x300x300mm - 5 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 20.82KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830306GXX Standard Locker 1800x300x300mm - 6 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 21.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830301LXX Standard Locker 1800x300x300mm - 1 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 18.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830302LXX Standard Locker 1800x300x300mm - 2 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 18.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830303LXX Standard Locker 1800x300x300mm - 3 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 19.6KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830304LXX Standard Locker 1800x300x300mm - 4 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 20.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830305LXX Standard Locker 1800x300x300mm - 5 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 20.82KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830306LXX Standard Locker 1800x300x300mm - 6 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 21.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830301BXX Standard Locker 1800x300x300mm - 1 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 18.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830302BXX Standard Locker 1800x300x300mm - 2 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 18.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830303BXX Standard Locker 1800x300x300mm - 3 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 19.6KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830304BXX Standard Locker 1800x300x300mm - 4 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 20.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830305BXX Standard Locker 1800x300x300mm - 5 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 20.82KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830306BXX Standard Locker 1800x300x300mm - 6 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 21.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830301YXX Standard Locker 1800x300x300mm - 1 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 18.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830302YXX Standard Locker 1800x300x300mm - 2 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 18.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830303YXX Standard Locker 1800x300x300mm - 3 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 19.6KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830304YXX Standard Locker 1800x300x300mm - 4 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 20.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830305YXX Standard Locker 1800x300x300mm - 5 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 20.82KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830306YXX Standard Locker 1800x300x300mm - 6 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 21.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830301UXX Standard Locker 1800x300x300mm - 1 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 18.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830302UXX Standard Locker 1800x300x300mm - 2 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 18.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830303UXX Standard Locker 1800x300x300mm - 3 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 19.6KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830304UXX Standard Locker 1800x300x300mm - 4 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 20.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830305UXX Standard Locker 1800x300x300mm - 5 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 20.82KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830306UXX Standard Locker 1800x300x300mm - 6 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 21.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830301RXX Standard Locker 1800x300x300mm - 1 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 18.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830302RXX Standard Locker 1800x300x300mm - 2 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 18.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830303RXX Standard Locker 1800x300x300mm - 3 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 19.6KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830304RXX Standard Locker 1800x300x300mm - 4 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 20.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830305RXX Standard Locker 1800x300x300mm - 5 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 20.82KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830306RXX Standard Locker 1800x300x300mm - 6 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 21.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830301KXX Standard Locker 1800x300x300mm - 1 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 18.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830302KXX Standard Locker 1800x300x300mm - 2 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 18.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830303KXX Standard Locker 1800x300x300mm - 3 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 19.6KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830304KXX Standard Locker 1800x300x300mm - 4 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 20.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830305KXX Standard Locker 1800x300x300mm - 5 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 20.82KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830306KXX Standard Locker 1800x300x300mm - 6 Compartment Lockers 1800x300x300mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 21.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830451GXX Standard Locker 1800x300x450mm - 1 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 20.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830452GXX Standard Locker 1800x300x450mm - 2 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 20.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830453GXX Standard Locker 1800x300x450mm - 3 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 21.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830454GXX Standard Locker 1800x300x450mm - 4 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 22.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830455GXX Standard Locker 1800x300x450mm - 5 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830456GXX Standard Locker 1800x300x450mm - 6 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830451LXX Standard Locker 1800x300x450mm - 1 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 20.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830452LXX Standard Locker 1800x300x450mm - 2 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 20.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830453LXX Standard Locker 1800x300x450mm - 3 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 21.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830454LXX Standard Locker 1800x300x450mm - 4 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 22.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830455LXX Standard Locker 1800x300x450mm - 5 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830456LXX Standard Locker 1800x300x450mm - 6 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830451BXX Standard Locker 1800x300x450mm - 1 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 20.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830452BXX Standard Locker 1800x300x450mm - 2 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 20.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830453BXX Standard Locker 1800x300x450mm - 3 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 21.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830454BXX Standard Locker 1800x300x450mm - 4 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 22.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830455BXX Standard Locker 1800x300x450mm - 5 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830456BXX Standard Locker 1800x300x450mm - 6 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830451YXX Standard Locker 1800x300x450mm - 1 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 20.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830452YXX Standard Locker 1800x300x450mm - 2 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 20.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830453YXX Standard Locker 1800x300x450mm - 3 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 21.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830454YXX Standard Locker 1800x300x450mm - 4 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 22.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830455YXX Standard Locker 1800x300x450mm - 5 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830456YXX Standard Locker 1800x300x450mm - 6 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830451UXX Standard Locker 1800x300x450mm - 1 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 20.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830452UXX Standard Locker 1800x300x450mm - 2 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 20.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830453UXX Standard Locker 1800x300x450mm - 3 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 21.65KG Fire Classification EN 13501-1 & ISO 9001:2015



LS1830454UXX Standard Locker 1800x300x450mm - 4 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 22.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830455UXX Standard Locker 1800x300x450mm - 5 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830456UXX Standard Locker 1800x300x450mm - 6 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830451RXX Standard Locker 1800x300x450mm - 1 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 20.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830452RXX Standard Locker 1800x300x450mm - 2 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 20.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830453RXX Standard Locker 1800x300x450mm - 3 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 21.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830454RXX Standard Locker 1800x300x450mm - 4 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 22.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830455RXX Standard Locker 1800x300x450mm - 5 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830456RXX Standard Locker 1800x300x450mm - 6 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830451KXX Standard Locker 1800x300x450mm - 1 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 20.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830452KXX Standard Locker 1800x300x450mm - 2 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 20.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830453KXX Standard Locker 1800x300x450mm - 3 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 21.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830454KXX Standard Locker 1800x300x450mm - 4 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 22.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830455KXX Standard Locker 1800x300x450mm - 5 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1830456KXX Standard Locker 1800x300x450mm - 6 Compartment Lockers 1800x300x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838381GXX Standard Locker 1800x380x380mm - 1 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 20.8KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838382GXX Standard Locker 1800x380x380mm - 2 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 21.1KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838383GXX Standard Locker 1800x380x380mm - 3 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 22KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838384GXX Standard Locker 1800x380x380mm - 4 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838385GXX Standard Locker 1800x380x380mm - 5 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838386GXX Standard Locker 1800x380x380mm - 6 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 23.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838381LXX Standard Locker 1800x380x380mm - 1 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 20.8KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838382LXX Standard Locker 1800x380x380mm - 2 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 21.1KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838383LXX Standard Locker 1800x380x380mm - 3 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 22KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838384LXX Standard Locker 1800x380x380mm - 4 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838385LXX Standard Locker 1800x380x380mm - 5 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838386LXX Standard Locker 1800x380x380mm - 6 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 23.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838381BXX Standard Locker 1800x380x380mm - 1 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 20.8KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838382BXX Standard Locker 1800x380x380mm - 2 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 21.1KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838383BXX Standard Locker 1800x380x380mm - 3 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 22KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838384BXX Standard Locker 1800x380x380mm - 4 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838385BXX Standard Locker 1800x380x380mm - 5 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838386BXX Standard Locker 1800x380x380mm - 6 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 23.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838381YXX Standard Locker 1800x380x380mm - 1 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 20.8KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838382YXX Standard Locker 1800x380x380mm - 2 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 21.1KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838383YXX Standard Locker 1800x380x380mm - 3 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 22KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838384YXX Standard Locker 1800x380x380mm - 4 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838385YXX Standard Locker 1800x380x380mm - 5 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838386YXX Standard Locker 1800x380x380mm - 6 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 23.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838381UXX Standard Locker 1800x380x380mm - 1 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 20.8KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838382UXX Standard Locker 1800x380x380mm - 2 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 21.1KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838383UXX Standard Locker 1800x380x380mm - 3 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 22KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838384UXX Standard Locker 1800x380x380mm - 4 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838385UXX Standard Locker 1800x380x380mm - 5 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838386UXX Standard Locker 1800x380x380mm - 6 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 23.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838381RXX Standard Locker 1800x380x380mm - 1 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 20.8KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838382RXX Standard Locker 1800x380x380mm - 2 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 21.1KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838383RXX Standard Locker 1800x380x380mm - 3 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 22KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838384RXX Standard Locker 1800x380x380mm - 4 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838385RXX Standard Locker 1800x380x380mm - 5 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838386RXX Standard Locker 1800x380x380mm - 6 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 23.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838381KXX Standard Locker 1800x380x380mm - 1 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 20.8KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838382KXX Standard Locker 1800x380x380mm - 2 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 21.1KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838383KXX Standard Locker 1800x380x380mm - 3 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 22KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838384KXX Standard Locker 1800x380x380mm - 4 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838385KXX Standard Locker 1800x380x380mm - 5 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1838386KXX Standard Locker 1800x380x380mm - 6 Compartment Lockers 1800x380x380mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 23.35KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845451GXX Standard Locker 1800x450x450mm - 1 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 21.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845452GXX Standard Locker 1800x450x450mm - 2 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 21.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845453GXX Standard Locker 1800x450x450mm - 3 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845454GXX Standard Locker 1800x450x450mm - 4 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 23.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845455GXX Standard Locker 1800x450x450mm - 5 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 23.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845456GXX Standard Locker 1800x450x450mm - 6 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Green RAL 6024 Mild Steel 24KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845451LXX Standard Locker 1800x450x450mm - 1 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 21.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845452LXX Standard Locker 1800x450x450mm - 2 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 21.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845453LXX Standard Locker 1800x450x450mm - 3 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845454LXX Standard Locker 1800x450x450mm - 4 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 23.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845455LXX Standard Locker 1800x450x450mm - 5 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 23.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845456LXX Standard Locker 1800x450x450mm - 6 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Grey RAL 7035 Mild Steel 24KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845451BXX Standard Locker 1800x450x450mm - 1 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 21.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845452BXX Standard Locker 1800x450x450mm - 2 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 21.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845453BXX Standard Locker 1800x450x450mm - 3 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845454BXX Standard Locker 1800x450x450mm - 4 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 23.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845455BXX Standard Locker 1800x450x450mm - 5 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 23.65KG Fire Classification EN 13501-1 & ISO 9001:2015



LS1845456BXX Standard Locker 1800x450x450mm - 6 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Blue RAL 5017 Mild Steel 24KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845451YXX Standard Locker 1800x450x450mm - 1 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 21.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845452YXX Standard Locker 1800x450x450mm - 2 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 21.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845453YXX Standard Locker 1800x450x450mm - 3 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845454YXX Standard Locker 1800x450x450mm - 4 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 23.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845455YXX Standard Locker 1800x450x450mm - 5 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 23.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845456YXX Standard Locker 1800x450x450mm - 6 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Yellow RAL 1018 Mild Steel 23KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845451UXX Standard Locker 1800x450x450mm - 1 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 21.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845452UXX Standard Locker 1800x450x450mm - 2 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 21.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845453UXX Standard Locker 1800x450x450mm - 3 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845454UXX Standard Locker 1800x450x450mm - 4 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 23.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845455UXX Standard Locker 1800x450x450mm - 5 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 23.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845456UXX Standard Locker 1800x450x450mm - 6 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Light Blue RAL 5012 Mild Steel 24KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845451RXX Standard Locker 1800x450x450mm - 1 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 21.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845452RXX Standard Locker 1800x450x450mm - 2 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 21.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845453RXX Standard Locker 1800x450x450mm - 3 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845454RXX Standard Locker 1800x450x450mm - 4 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 23.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845455RXX Standard Locker 1800x450x450mm - 5 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 23.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845456RXX Standard Locker 1800x450x450mm - 6 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Red RAL 3003 Mild Steel 24KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845451KXX Standard Locker 1800x450x450mm - 1 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 21.5KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845452KXX Standard Locker 1800x450x450mm - 2 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 21.75KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845453KXX Standard Locker 1800x450x450mm - 3 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 22.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845454KXX Standard Locker 1800x450x450mm - 4 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 23.3KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845455KXX Standard Locker 1800x450x450mm - 5 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 23.65KG Fire Classification EN 13501-1 & ISO 9001:2015
LS1845456KXX Standard Locker 1800x450x450mm - 6 Compartment Lockers 1800x450x450mm Light Grey RAL 7035 Dark Grey RAL 7024 Mild Steel 24KG Fire Classification EN 13501-1 & ISO 9001:2015


